Schedule 1 Outage Notification Template


	MPAN
	Site name
	Reason for outage
	Outage start date
(dd/mm/yyyy)
	Outage start time 
(hh:mm)
	Outage end date
(dd/mm/yyyy)
	Outage end time
(hh:mm)
	Number of wind turbines offline (wind sites >10MW only)
	Predicted maximum capacity (MW)
	Capacity reduction percent
	Outage type (PLANNED or UNPLANNED or CURTAILMENT) – upper case required

	1234567891011
	Site A
	Gear box failure
	18/08/2023
	11:00
	21/08/2023
	18:00
	2
	
	
	UNPLANNED

	1234567891011
	Site A
	Maintenance
	18/08/2023
	10:00
	20/08/2023
	18:00
	1
	
	
	PLANNED

	1234567891011
	Site A
	Curtailment
	21/08/2023
	14:00
	28/08/2023
	19:00
	
	28
	
	CURTAILMENT

	1234567891011
	Site A
	Planned grid outage
	01/09/2023
	03:00
	01/09/2023
	08:00
	
	
	100
	PLANNED




Guidance notes:

Please note that only one of the three columns “Number of offline turbines”, “Predicted maximum capacity (MW)”, “Capacity reduction percent” should be filled in for each outage:
· “Number of offline turbines” should be used preferably when only a few wind turbines are off (and only if the site is ≥ 10 MW)
· “Predicted maximum capacity” should be used when there is a curtailment capping the site’s maximum output (the forecast won’t be affected if the cap is not reached), and in this case “Outage type” needs to be “CURTAILMENT” (instead of “PLANNED” or “UNPLANNED”).
· “Capacity reduction percent” should be used preferably when a major outage affects the whole site (the whole forecast shape will be reduced by the corresponding percentage)
· For wind sites ≥ 10 MW, “Number of offline turbines” and “Capacity reduction percent” can be used interchangeably depending on what’s more convenient. If a site has 10 turbines and 4 of them are off, it is equivalent to enter “4” as “Number of offline turbines”, or “40” as the “Capacity reduction percent”.

EDF Energy / Outage Notification v4 (July 2023)  

